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SPECIFICATIONS FOR PET G SHEET
Produced from   EASTAR PETG  6763 of  EASTMAN CHEMICAL LTD-5
Typical physical Property Values.

	PROPERTIES
	UNIT
	VALUE
	TEST METHOD

	Gauge Tolerance
	%
	2.5Typical

5.0 guarantee


	MICROMETER

	Specific gravity  /Density
	g/cm3
	1.28
	ASTM    D1505

	Transmittance
	%
	90
	ASTM    D1003

	Gloss@45o
	%
	96
	ASTM    D2475

	Tensile Strength 
a) at break( M.D.)

b)Elongation  at Yield Stress( M.D.)
	N/mm2
%
	57
44.6
	

	Elongation  at Break(M.D.)
	%
	300
	

	Vicat  softening temperature
	OC
	82
	ASTM  D1525

	Cold Break  Temperature  
	OC
	-40oC
	ASTM   D1790


Permeability of some Gases /  Vapours.

	GASES
	UNIT
	VALUE
	TEST METHOD

	Oxygen
	cm3*mm/m224hr  atm
	10
	ASTM    D3985

	Nitrogen
	cm3*mm/m224hr  atm
	5
	ASTM   D1434

	Carbon Dioxcide
	cm3*mm/m224hr   atm
	30
	ASTM   D1434

	Water
	g/m 324hr
	6
	ASTM   F327


NOTE:

Neither LEE SOON SENG PLASTIC INDUSTRIES. nor its represented companies can be made responsible for the use of the above information. The user of the flim sheet must  make his own determination regarding the suitability.
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